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Site and Watershed Characteristics

Block Status Site Name
Watershed Size (kmz2) % Developed % Impervious

Restored Abbott Creek 1.7 84.5 17.8

A Unrestored Cemetery Creek NO DATA NO DATA NO DATA
Forested Potts Branch 4.2 27.4 9.9
Restored Forest Hills 4.4 99.5 32.4

B Unrestored Northgate Park 7.6 88.7 20.8
Forested Stony Creek 6.9 24.4 3.4
Restored Rocky Branch 1.5 99.2 34.8

C Unrestored Goose Creek 1.7 100 39.4
Forested Mud Creek Tributary 0.9 4.4 0.5
Restored Sandy Creek 6.7 76.9 16.8

D Unrestored Mud Creek Reach 1 35 66.9 11
Forested Mud Creek Reach 4 4.1 58.6 9.5
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_ o Restored Unrestored Forested
Site Characteristic
Avg SE Avg SE Avg SE
Watershed Size (km2) 278 1.00 5.27 1.90 4.08 1.25
Estimated Discharge (L/s) 4.75 1.45 8.66 2.45 5.14 3.00
Percent Dilution (%) -103.64 20.25 -69.67 11.92 -82.39 14.83
Average Reach Velocity (m/s) 0.017 0.005 0.014 0.005 0.019 0.002
_ _ Avg 0.023 0.008 0.026 0.014 0.035 0.009
Point Velocity (m/s)
% CV 139.44 6.21 236.97 53.62 209.16 38.68
_ Avg 0.175 0.015 0.158 0.014 0.065 0.019
Point Depth (m)
% CV 73.73 8.76 83.03 10.74 109.32 14.10
_ _ Avg 3.216 0.349 5.393 1.201 4.088 0.671
Active Channel Width (m)
% CV 19.71 4.78 17.97 2.00 22.69 4.98
_ Avg 2.506 0.255 4.142 1.499 2.690 0.485
Wetted Width (m)
% CV 28.38 6.14 27.67 5.84 33.99 2.74
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Rhodamine Concentration (ug/L)
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Stony Creek - Rhodamine Dye Breakthrough Curve
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